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Ridgefence Double Bar 868

Product detail BENEFITS

Very rigid
The panels are rigid thanks to the use of welded mesh in conjunction with extra heavy double
horizontal wires.

High degree of security
Ridgefence Double Bar 868 are recommended as fencing systems for applications where security
is crucial, because of the small mesh and the heavy wires.

Long lifetime
Our coating technology guarantees a long lifetime. After galvanising an adhesion coating is applied
for a perfect bond with the polyester coating.

Complete system
The system includes panels in different mesh apertures and heights, posts with adapted fixing
systems and a large range of gates. A large assortment of standard colours is available.

Security level Applications Functionalities
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PUBLIC SPACES PRIVACY

HIGH SPORTS
SECURITY & BUILDINGS INFRASTRUCTURE! AVAILABLE

L



Post and fxing systoms e |

The panels have a width of 2500 mm and a height from 630 to 2430 mm.

Ridgefence Double Bar System: The panels have vertical barbs of 30 mm on one side and are reversible
The panels are fixed on the front side of the posts by (barbs at top or at bottom).

means of fixators and security bolts. The welded square Wire diameter Mesh
tubular posts (60 x 60 mm) have inserts for fixing the Type Horizontal Vertical mm
panels and are covered with a plastic cap. For installation RIS BT R 2x8mm 6mm 200x 50

higher than 2.40 m, post section can be 80x60 or 120x60

The Nylofor 2D Super system can be completed with Robusta single or
double swing or sliding gates and Bekamatic gates.

Nylofor 20 Super panels can be filled with Screen Wave for a full privacy
'“‘ solution
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'u" given for a perfect adhesion with the polyester coating (min. 100 micron).

Nylofor 2D Super is available in green RAL 6005, grey RAL 7016, black
RAL 9005, green RAL 6009.
Other RAL colours are available on request.

Assortment Ridgefence Double Bar 868

Fence height - mm
630 2500 x 630
830 2500 x 830
1030 2500 x 1030
1230 2500 x 1230
1430 2500 x 1430
1630 2500 x 1630
1830 2500 x 1830
2030 2500 x 2030
2230 2500 x 2230
2430 2500 x 2430






