
for Level Installations
(Optional)

V2 RINGS-3D-COM

  21° Max. or 30"
Zinc Phosphate Coating

E-Coat

Architectural Grade Polyester Powder Coat

G-60 Pre-Galvanized Steel

Ø10" Nominal

315
16"

EX-106 EXW-206

EXW-306 EXS-106

Applicable Hardware

See Fortress V2 Commercial
Fence Specifications for post

Size/spacing @ www.fortressfence.com

Panel
Height

4" [101.60mm]

2" [50.80mm]

6" [152.40mm]

Center to Center Post Spacing
for Level Installation
See specifications
for bracket spacing

315
16" [100.01mm]

36" Nominal
[914.4mm]

IP 2.5" [63.5mm]
x 16 ga [1.6mm]

2 12" {63.5mm] Pressed Dome Cap

1 9/16" [39.69mm] x 1 3/16" [30.16mm]
x 14ga [2mm] Channel Rail

3/4" [19.05mm] x 16ga [1.6mm]
Square Picket

Select Desired Height

70" [1778.0mm]
58" [1473.2mm]
46" [1168.4mm]
40" [1016.0mm]
34" [863.6mm]

Style:
Height:
Panel Length:
Class:

Pressed Spear
34",40",46",58",70"

90.5"
Commercial

Description:
Rev #:
Scale:
Drawn By:

Rev Date:
SP3-V2-COM-2298mm

Do Not Scale
JS Date: 1/27/17

The product design contained on this drawing is proprietary to Fortress Iron, LP, Garland, Texas, USA, and is not to be copied electronically or manually, or reproduced in any manner, or divulged to other sources, 
without the expressed written permission of an authorized representative of Fortress Iron L.P. *(Always consul local building codes)

Brackets fixed to posts on site by Contractor with M5x25mm Self Tapping Screws

2403mm approx (2299+20+20+64)

2.299m
1.778m

Fixing Brackets are fixed to posts on site by Contractor, with M5x25mm Self Tapping Screws




