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RIDGEFENCE ACOUSTIC BARRIERS

RIDGEWAY.

Ridgefence Acoustic Barriers are flexible, durable and
waterproof and can be hung from fixed or portable fence panels
and used as a permanent or temporary solution to a noise
problem.

The barriers have a rip-proof outer cover of PVC-coated
polyester at 900g per square metre, making them the toughest,
most durable barriers on the market.
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S A . The acoustic barriers are supplied as modular units. They can
cover any aperture or area by co-joining with industrial Velcro
- machine-stitched into the sides, enabling many curtains to join
together to form a single unit, creating a high-performance
acoustic noise barrier.

- | The barrier's primary use is to screen off nuisance noise,
= creating an effective barrier between the noise source and the
receiver.

These barriers are ideal for construction sites when a

portable solution is required. The lightweight, noise-

absorbing barrier is supplied wrapped and folded, and is easy

to handle and quick to install over fencing or scaffolding. It

contains a 30mm-thick internal noise-absorbent pad with a

durable, waterproof, and rip-proof PVC outer cover. —
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The barriers are high-performance products tested in an | sousmcounmin  acousmcasamen  ACOUSTIC BARIER  ACOUSTIC BARRIER  ACOUSTIC BARRIER ‘ aco

independent laboratory; at 600Hz, they will absorb 100% of o, s G T | g

the noise. They come with eyelets along the top and down the | — — _ — _ | [ &1

sides for hanging and attaching to the fence panels, and o) Q 4 0 ¢3 0 ) @ ‘:} @ 14__

Velcro along the edges for co-joining. -
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Properties
SIZE (m) & WEIGHT (kg) | THICKNESS (mm) COATING
20x1.2m|7.2kg 30 mm (nominal) | PVC Coated Polyester 900g/m?

Acoustic Performance

Sound Reduction Index (dB)

Material 125 250 500 1k 2k 4k
PB1 14 16 18 31 27 26

Sound Absorption Coefficient & Classification (BS EN ISO 354 & 11654-1997)

Sound Absorption Coefficient Building Regulations
(tested to BS EN IS0 354) Octove Bands (Hz) Absorber
Product Type Classification

Thickness Wh ed
(mm) 125 250 500 1k 2k 4k " NRC BSEN |esnotm54£2997

PB1 Blanket 30 020 [ 045 | 090 | 0.75 | 0.40 | 030 | 045 | 0.6 D
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